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REVISIONS

ISS | ZONE DESCRIPTION\PER REQUEST\DATE

NOTE: ELECTRICAL CHARACTERISTICS
1. IMPEDANCE : 500

2. FREQUENCY RANGE VSWR
0—6GHz 1.25 MAX.
0—12GHz (FLEXIBLE CABLE) 1.45 MAX. )
0—18GHz (SEMI—RIGID CABLE) 1.65 MAX. 1
3. INSULATION RESISTANCE : 5000 mQ |
4. WORKING VOLTAGE : <500 VRMS at Sea Level |
5. DIELECTRIC WITHSTANDING VOLTAGE: 1500 VRMS MAX.
6. CENTER CONTACT : £2 mQ |
MECHANICAL CHARACTERISTICS — !
1. DURABILITY : 500 Cycles MIN. %) |
2. COUPLING MATING TORQUE : 7—15 in—Ibs — |
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NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES)
1. BRASS
2.THIN GOLD OVER NICKEL PL. 50 MIN. THICK OVER COPPER
PL. 50 MIN. THICK
3.BERYLLIUM COPPER 11.6
4.GOLD PL. 3 MIN. THICK OVER NICKEL PL. 50 MIN. THICK
OVER COPPER PL. 50 MIN. THICK 15.1
5. TEFLON .
9 [cover NOTE 1 NOTE 2 | 1 |cv-50-05
8 [INsuLaTOR NOTE 5 NATURAL | 1 [1436—5072A1-8
—S0T RoHS COMPLIANT
7 [contacT PIN | NOTE 3 NOTE 4 | 1 [1436—5072A1—7
6 | GASKET SILICONE RED 1 |GS—43-60-06 DIMENSIONS ARE IN MILLIMETERS | pART NO.
5 |RETAINER RING| Sus 303 | NATURAL[ 1 [1436—1000-4 UNLESS OTHERWISE SPECIFIED G L I
4 [CONTACT PIN | NOTE 1 NOTE 4 | 1 [1436—1112A4—4 TOLERANCES e
3 |INSULATOR NOTE 5 NATURAL [ 1 [1436—111244-3 0.5-6 = 0.2 APPROVED DATE TITLE
_soT 6-30 = 0.4 12—-25-"14
30-120 = +0.6 SMA PLUG TO JACK R/A ADAPTOR
2 [HousING WITH| NOTE 1 NOTE 2 | 1 [1436—5072A1-2 120-315 = +1 CHECKED DATE
BODY 315-1000 = *1.6 12—25-"14 | DRAWING NO.
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