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NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES)
1. BRASS
2.THIN GOLD OVER NICKEL PL. 50 MIN. THICK OVER COPPER
PL. 50 MIN. THICK
3. BERYLLIUM COPPER
4.GOLD PL. 3 MIN. THICK OVER NICKEL PL. 50 MIN. THICK
OVER COPPER PL. 50 MIN. THICK
5, TEFLON
7 |SOLDER NOTE 1 NOTE 2 | 1 |SB—125—41
BARREL RoHS COMPLIANT
6 |INSULATOR NOTE 5 NATURAL | 1 [200-1181A1-6T
5 |CONTACT PIN NOTE 1 NOTE 4 1 [400-1121A1-5 DIMENSIONS ARE IN MILLIMETERS | PART NO.
—0.4 UNLESS OTHERWISE SPECIFIED G . L . I .
4 |INSULATOR NOTE 5 NATURAL | 1 [400-1181A1-4T TOLERANCES
3 |INSULATOR NOTE 5 NATURAL | 1 [400-1121A1-3 0.5-6 = 0.2 APPROVED DATE TITLE
_soT 6-30 = +0.4 10-02-"14 MCX DIRECT SOLDER PLUG
30-120 = +0.6 » _
2 |BoDY NOTE 3 NOTE 2 | 1 [400-1121A1-2 120-315 = +1 CHECKED DATE (FOR .047” SEMI-RIGID CABLE)
1 [HousING NOTE 1 NOTE 2 | 1 [400-1181A1-1 315-1000 = £1.6 10-02—"14 | DRAWING NO.
28 1000-2000 = +2.4 DRAWN DATE 400-1181A1-33-50
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